
A

A

BB

TOP VIEW  5° 

External dimension
of frame =

Structural Internal Opening
+ 213mm.

SIDE VIEW

External dimension
of frame = Structural Internal Opening + 213mm.

FRONT VIEW

ZONE REV. DESCRIPTION DATE APPROVED
REVISIONS

Boundaries of support.

Type of Skylight Max. Width Dimension

Skyview Multi Panes 
(Standard) 1500mm

Skyview Multi Panes 
(Enhance) 1500mm < x <= 3000mm

Skyview Multi Panes 
(Glass to Glass) 1200mm
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 59mm frame above the upstand. 

109mm overall height
 of the skylight.

 5° 

Structural Internal Opening (width)
taken from internal faces of aperture.

Recommended min. 150mm
height at front panel
of the upstand.

Recommended max. 8mm
roof membrane
by Others.

SECTION A-A

15mm Plasterboard and Skim
by Others.

Approx. 10mm clearance
for 8mm roof membrane
dressed onto upstand
by Others.

82mm opaque band on the glass 

to conceal frame details.
3

2

5

4

6
1

Aluminium mullion profile 
polyester powder coated
to RAL 9010 (Pure White).

10mm Joint Seal (Black).

Structural bonding tape.

2 Ply foam backing rod.

Structural adhesive seal.

Plasterboard engages with skylight 
framework at unique Decorstop 
detail, minimising internal sight lines.

ITEM NO. DESCRIPTION QTY.

1 75mm fully insulated upstand supplied by 
Sunsquare Ltd. (Optional) 1

2 Skyview frame. 1

3 28mm Insulated Glass Unit. Min. 2

4 4.5x50 Wood Screw. 12

5 ISO BLOCO joint sealant tape supplied by 
Sunsquare Ltd. 1

6 Skyview capping. 4
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Approx. 17mm clearance
for 8mm roof membrane
by Others.

Structural Internal Opening (length)
taken from internal faces of aperture.

SECTION B-B

15mm Plasterboard and Skim
by Others.

82mm opaque band on the glass 
to conceal frame details.

3

2

4

6

1

5

2 Ply foam backing rod.

Structural bonding tape.

10mm joint seal (Black).

Structural adhesive seal.

 50.8mm 

 25.1mm 

 10mm joint seal (Black). 
20mm opaque band on the glass 
to conceal frame details.

Aluminium mullion profile 
polyester powder coated
to RAL 9010 (Pure White).

ITEM NO. DESCRIPTION QTY.

1 75mm fully insulated upstand supplied by 
Sunsquare Ltd. (Optional) 1

2 Skyview frame. 1

3 28mm Insulated Glass Unit. Min. 2
4 4.5x50 Wood Screw. 12

5 ISO BLOCO joint sealant tape supplied by 
Sunsquare Ltd. 1

6 Skyview capping. 4
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ISO BLOCO tape:
A pre-compressed joint sealant 
tape for protection against wind 
drift, as well as providing both 
thermal and acoustic insulation 
while remaining permanently elastic 
to accommodate diurnal and other 
movement.

3

2

6

5

1

PZ2 Requied 

Note:
How to assemble upstand go to 
https://www.sunsquare.co.uk/products/upstand/

4

CAUTION: DO NOT OVERTIGHTEN SCREWS.

ITEM NO. DESCRIPTION QTY.

1 75mm fully insulated upstand supplied by 
Sunsquare Ltd. (Optional) 1

2 Skyview frame. 1
3 28mm Insulated Glass Unit. Min. 2
4 4.5x50 Wood Screw. 12

5 ISO BLOCO joint sealant tape supplied by 
Sunsquare Ltd. 1

6 Skyview capping. 4
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C

C

DD

TOP VIEW  5° 

External dimension
of frame =

Structural Internal Opening
+ 213mm.

External dimension
of frame = Structural Internal Opening + 213mm.

FRONT VIEW

SIDE VIEW

Boundaries of support.

Type of Skylight Max. Width Dimension

Skyview Multi Panes 
(Standard) 1500mm

Skyview Multi Panes 
(Enhance) 1500 < x <=3000mm

Skyview Multi Panes 
(Glass to Glass) 1200mm
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Structural Internal Opening (width)
taken from internal faces of aperture.

Recommended min. 150mm
height of front panel
of upstand.

Recommended max 8mm
roof membrane
by Others.

92mm aluminium support profile 
polyester powder coated
to RAL 9010 (Pure White).

 5° 

 59mm frame above the upstand. 
109mm overall height

 of the skylight.

SECTION C-C

Approx. 10mm clearance
for 8mm roof membrane
dressed onto upstand
by Others.

15mm Plasterboard and Skim
by Others.

92mm aluminium support profile 
polyester powder coated
to RAL 9010 (Pure White).

82mm opaque band on the glass 

to conceal frame details.

3

2

4

6

1

5

2 Ply foam backing rod.

Structural bonding tape.

10mm Joint Seal (Black).

Structural adhesive seal.

Plasterboard engages with skylight 
framework at unique Decorstop 
detail, minimising internal sight lines.

ITEM NO. DESCRIPTION QTY.

1 75mm fully insulated upstand supplied by 
Sunsquare Ltd. (Optional) 1

2 Skyview frame. 1

3 28mm Insulated Glass Unit. Min. 2

4 4.5x50 Wood Screw. 12

5 ISO BLOCO joint sealant tape supplied by 
Sunsquare Ltd. 1

6 Skyview capping. 4
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Structural Internal Opening (length)
taken from internal faces of aperture.

Approx. 17mm clearance
for 8mm roof membrane
by Others.

SECTION D-D

15mm Plasterboard and Skim
by Others.

82mm opaque band on the glass 
to conceal frame details.

3

2

5

4

6

1

2 Ply foam backing rod.

Structural bonding tape.

10mm Joint Seal (Black).

Structural adhesive seal.

92mm aluminium support profile 
polyester powder coated
to RAL 9010 (Pure White).

 55mm 

 10mm joint seal (Black). 

ITEM NO. DESCRIPTION QTY.

1 75mm fully insulated upstand supplied by 
Sunsquare Ltd. (Optional) 1

2 Skyview frame. 1

3 28mm Insulated Glass Unit. Min. 2

4 4.5x50 Wood Screw. 12

5 ISO BLOCO joint sealant tape supplied by 
Sunsquare Ltd. 1

6 Skyview capping. 4
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3

2

6

5

4

ISO BLOCO tape:
A pre-compressed joint sealant 
tape for protection against wind 
drift, as well as providing both 
thermal and acoustic insulation 
while remaining permanently elastic 
to accommodate diurnal and other 
movement.

PZ2 Requied 

1

CAUTION: DO NOT OVERTIGHTEN SCREWS.

Note:
How to assemble upstand go to 
https://www.sunsquare.co.uk/products/upstand/

ITEM NO. DESCRIPTION QTY.

1 75mm fully insulated upstand supplied by 
Sunsquare Ltd. (Optional) 1

2 Skyview frame. 1

3 28mm Insulated Glass Unit. Min. 2

4 4.5x50 Wood Screw. 12

5 ISO BLOCO joint sealant tape supplied by 
Sunsquare Ltd. 1

6 Skyview capping. 4
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E

E

FF

TOP VIEW  5° 

External dimension
of frame =

Structural Internal Opening
+ 213mm.

External dimension
of frame = Structural Internal Opening + 213mm.

FRONT VIEW

SIDE VIEW

Boundaries of support.

Type of Skylight Max. Width Dimension

Skyview Multi Panes 
(Standard) 1500mm

Skyview Multi Panes 
(Enhance) 1500 < x <=3000mm

Skyview Multi Panes 
(Glass to Glass) 1200mm
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 5° 
Recommended min. 150mm
height of front panel
of upstand.

Recommended max 8mm
roof membrane
by Others.

 59mm frame above the upstand. 

109mm overall height
 of the skylight.

Structural Internal Opening (width)
taken from internal faces of aperture.

SECTION E-E

82mm opaque band on the glass 

to conceal frame details.

Approx. 10mm clearance
for 8mm roof membrane
dressed onto upstand
by Others.

15mm Plasterboard and Skim
by Others.

2

5

4

6 1

Plasterboard engages with skylight 
framework at unique Decorstop 
detail, minimising internal sight lines.

3

2 Ply foam backing rod.

Structural bonding tape.

10mm Joint Seal (Black).

Structural adhesive seal.

ITEM NO. DESCRIPTION QTY.

1 75mm fully insulated upstand supplied by 
Sunsquare Ltd. (Optional) 1

2 Skyview frame. 1

3 28mm Insulated Glass Unit. Min. 2

4 4.5x50 Wood Screw. 12

5 ISO BLOCO joint sealant tape supplied by 
Sunsquare Ltd. 1

6 Skyview capping. 4
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Approx. 17mm clearance
for 8mm roof membrane
by Others.

Structural Internal Opening (length)
taken from internal faces of aperture.

SECTION F-F

15mm Plasterboard and Skim
by Others.

82mm opaque band on the glass 
to conceal frame details.

3

2

5

4

6

1

2 Ply foam backing rod.

Structural bonding tape.

10mm Joint Seal (Black).

Structural adhesive seal.  8mm joint seal (Black). 

ITEM NO. DESCRIPTION QTY.

1 75mm fully insulated upstand supplied by 
Sunsquare Ltd. (Optional) 1

2 Skyview frame. 1

3 28mm Insulated Glass Unit. Min. 2

4 4.5x50 Wood Screw. 12

5 ISO BLOCO joint sealant tape supplied by 
Sunsquare Ltd. 1

6 Skyview capping. 4
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ISO BLOCO tape:
A pre-compressed joint sealant 
tape for protection against wind 
drift, as well as providing both 
thermal and acoustic insulation 
while remaining permanently elastic 
to accommodate diurnal and other 
movement.

PZ2 Requied

3

2

6

5

4

1

CAUTION: DO NOT OVERTIGHTEN SCREWS.

Note:
How to assemble upstand go to 
https://www.sunsquare.co.uk/products/upstand/

ITEM NO. DESCRIPTION QTY.

1 75mm fully insulated upstand supplied by 
Sunsquare Ltd. (Optional) 1

2 Skyview frame. 1

3 28mm Insulated Glass Unit. Min. 2

4 4.5x50 Wood Screw. 12

5 ISO BLOCO joint sealant tape supplied by 
Sunsquare Ltd. 1

6 Skyview capping. 4
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