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REV. DESCRIPTION DATE
REVISIONS

A Revised glass specification and drainage details. 22/08/2017

ITEM NO. DESCRIPTION QTY.

1 50x150mm fully insulated upstand supplied by 
Sunsquare Limited. 1

2

ISO BLOCO tape: A pre-compressed joint sealant tape 
for protection against wind drift, as well as providing 
both thermal and acoustic insulation while remaining 

permanently elastic to accommodate diurnal and 
other movement.

1

3

Factory glazed frame constructed from extruded 
aluminium profile, thermally broken with polyamide 
insulation sections. Supplied as standard polyester 

powder coated to internal 9010 (White) and external 
RAL 9005 (Black).

1

4 Walk-on 48.3mm insulating glass unit. 1

5
Extruded aluminium 'clip-on' capping profile, supplied 

as standard polyester powder coated to RAL 7015 
(Slate Grey).

4

6 4.5x50 Wood Screw. 12
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Structural Internal Opening (length)
taken from internal faces of aperture.

 External dimension of capping = Structural Internal Opening + 156mm 
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SECTION A-A
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5

Optional Arris Rail 
by Others.

Max. 11mm clearance
for 6mm roof membrane
by Others.
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15.5mm Plasterboard and skim
by Others.

74mm opaque band on the glass
to conceal frame details.
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SECTION DETAIL

ITEM NO. DESCRIPTION QTY.

1 50x150mm fully insulated upstand supplied by 
Sunsquare Limited. 1

2

ISO BLOCO tape: A pre-compressed joint sealant tape 
for protection against wind drift, as well as providing 
both thermal and acoustic insulation while remaining 

permanently elastic to accommodate diurnal and 
other movement.

N/A

3

Factory glazed frame constructed from extruded 
aluminium profile, thermally broken with polyamide 
insulation sections. Supplied as standard polyester 

powder coated to internal 9010 (White) and external 
RAL 9005 (Black).

1

4
Extruded aluminium 'clip-on' capping profile, supplied 

as standard polyester powder coated to RAL 7015 
(Slate Grey).

4

5 Walk-on 48.3mm insulating glass unit. 1

6 4.5x50 Wood Screw. 12
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50x150mm Fully insulated 
upstand supplied 
by Sunsquare Limited.

 50mm 

Structural Internal Opening (width)
taken from internal faces of aperture.

 External dimension of capping = Structural Internal Opening + 156mm 

SECTION B-B

Optional Arris Rail 
by Others.

 2
5.

5m
m

 

 4
8.

3m
m

 

 4
7m

m
 

 5
3m

m
 

Max. 11mm clearance
for 6mm roof membrane
by Others.

 28mm 

15.5mm Plasterboard and skim
by Others.

74mm opaque band on the glass
to conceal frame details.
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Drainage holes.

SECTION DETAIL

ITEM NO. DESCRIPTION QTY.

1 50x150mm fully insulated upstand supplied by 
Sunsquare Limited. 1

2

ISO BLOCO tape: A pre-compressed joint sealant tape 
for protection against wind drift, as well as providing 
both thermal and acoustic insulation while remaining 

permanently elastic to accommodate diurnal and 
other movement.

1

3

Factory glazed frame constructed from extruded 
aluminium profile, thermally broken with polyamide 
insulation sections. Supplied as standard polyester 

powder coated to internal 9010 (White) and external 
RAL 9005 (Black).

1

4
Extruded aluminium 'clip-on' capping profile, supplied 

as standard polyester powder coated to RAL 7015 
(Slate Grey).

4

5 Walk-on 48.3mm insulating glass unit. 1
6 4.5x50 Wood Screw. 12
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TRIMETRIC VIEW

Two at front and back 
drainage holes.

6 3 x 5 Predrilled holes
each side.

ITEM NO. DESCRIPTION QTY.

1 50x150mm fully insulated upstand supplied by 
Sunsquare Limited. 1

2

ISO BLOCO tape: A pre-compressed joint sealant tape 
for protection against wind drift, as well as providing 
both thermal and acoustic insulation while remaining 

permanently elastic to accommodate diurnal and 
other movement.

N/A

3

Factory glazed frame constructed from extruded 
aluminium profile, thermally broken with polyamide 
insulation sections. Supplied as standard polyester 

powder coated to internal 9010 (White) and external 
RAL 9005 (Black).

1

4
Extruded aluminium 'clip-on' capping profile, supplied 

as standard polyester powder coated to RAL 7015 
(Slate Grey).

4

5 Walk-on 48.3mm insulating glass unit. 1

6 4.5x50 Wood Screw. 12
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